
HONEY EXTRACTOR - USDA MODEL

DETAIL 3 - DRAIN FITTING

SIDE VIEW

(NOT TO SCALE)

1/2" PIPE PLUG

SEE DETAIL 2

DRAIN (SEE DETAIL 3)

1/4" J-BOLT &
WING NUT W/
WASHER

NOTE:

THE HONEY EXTRACTOR IS USED
TO SPIN HONEY OUT OF THE COMBS
AFTER THEY HAVE BEEN UNCAPPED.
THIS UNIT WILL HANDLE FOUR COMBS
AT ONCE. CAUTION SHOULD BE USED
WHEN EXTRACTING FROM NEW OR
VERY OLD COMBS AS THEY ARE SUBJECT
TO BREAKAGE. THESE COMBS SHOULD
BE PARTIALLY EMPTIED ON ONE SIDE
THEN TURNED AND PARTIALLY EMPTIED
ON THE OTHER SIDE, REPEATING THIS
PROCEDURE UNTIL ALL HONEY IS REMOVED.

1/2" PIPE FLANGE

CONTAINER
BOTTOM

1/16" to 1/8" RUBBER
OR CORK GASKET
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HONEY EXTRACTOR - USDA MODEL PAGE 2

SECTION AA

TOP VIEW1/4"x3/4" STOVE BOLTS

1'-0"

1/8"x1"x12" STEEL STRAP

2"x6"x3/16" PLATE

EXPANDED METAL LATH

WELD

1'
-0

"

1/8"x1"x12" STEEL STRAP

1/2" PLYWOOD

CONTAINER WALL

ADJUSTING SLOT

1/4" WING NUT & FENDER WASHER

3"x3"x3/16" STEEL PLATE

1/16" to 1/8"x1"x1"x1-1/2"
STEEL ANGLE

1/2"x9/16" NUT BORED TO RECEIVE
SHAFT.  SHAFT & NUT DRILLED 1/8"
TO PASS COTTER PIN
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HONEY EXTRACTOR - USDA MODEL PAGE 3

DETAIL 2 - EXTRACTOR PARTIAL SECTION

1/2" STEEL SHAFT

1/2" NYLON BUSHING

AA

1/2" PIPE FLANGE

V
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2'
-3

"

1'
-8

"
2"

3"

CONTAINER BOTTOM

RUBBER OR CORK GASKET

WELDS

2)1/2"x9/16" NUTS

3"x3"x3/16"
PLATE

3/8" COPPER TUBING BUSHING

1/2" PIPE, BORED TO
PASS BUSHING

1/2" PLYWOOD TOP
OR 1/8" STEEL PLATE

1/2"x9/16" NUT BORED TO
RECEIVE 1/2" NYLON BUSHING

1/4"x3" STOVE
BOLT

1" DIA. WOOD
HANDLE 1-1/2"x6"x3/16" CRANK ARM
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